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Birch™ 6" New Construction
Plaster Frame P

Features Options

® New Construction Plaster frame with hanger bars
® Encased Quick Connect for easy module installation and

maintenance : i@; :
® Optional 90 minutes Emergency Battery Backup :

Technical Details )
Optional Battery

Backup
Construction: Constructed from 16 gauge galvanized steel for large architectural applications
Installation: Designed for commercial buildings. Easily installed with included hanger bars. Light engine . .
installed into frame Dimensions

Junction Box: Positioned to accommodate straight conduit runs. 1/2” trade size conduit knockouts and pry-
out knockout slots for easy romex installation

Warranty: ELCO Products are built to last. 5-year Limited warranty

M@O@

Product Numbers

Item Description
ELB6PF New Construction Plaster Frame
ELB6PF-EM5 New Construction Plaster Frame with Emergency Battery
Backup
Product Number Builder Example: ELB6PF
Birch™ 6" New Construction Plaster Frame Optional

ELB6PF

No Battery Backup
-EM5 Emergency Battery Backup
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Compatible Products B ELCO Lighting

For use with Birch™ Plater Frames

Birch™ LED Modules

Birch™ Pro LED Module with 5-CCT Switch (750 Im - 1500 Im} ([T Jiswitch)

CAT NO. COLOR TEMPERATURE SPECIFICATIONS

ELBISRCTRICA  5-CCT Switch + I Rated, for usein I and Non-IC applications
2700k, 3000K, 3500K, < F50 I - 1500 Im (0 - 200
4000k, 5O00K + Beam Angle adjustment from 252452

« 120277 input with 0-10% dimming

Birch™ High Lumen LED Module (1250 Im - 3000 Im) ([T swhch)

CAT NO. COLOR TEMPERATURE SPECIFICATIONS

ELB30R30 3000K « Mon-IC, for use in Non-lC applications
+ 1250 Im- 3000 Im {13W - 30W)

ELB3OR35 3500K « Beam Angle adjustment from 222-50°

ELEZ0R40 AQOOK + 1200277 input with C-10% dimming

Birch™High Lumen LED Module (3200 Im - 5000 Im) ([T Switch)

CAT NO. COLOR TEMPERATURE SPECIFICATIONS

ELEGOR3D 2000K « Mor-IC, for use in Mon-lC applications

+ 3200 Im- 5000 Im {32V - 55W)
ELESOR35 3500k + Beam Angle adjustment from 220-50°
ELRSORA0 AQODK - 120/27 7 input with 0-10V dimming

« Wiorks with 6" & 8" Trims ELES10 & ELB 810 only)

4" Round Reflector 6" Round Reflector 6" Round Adjustable Reflector 8" Round Reflector
CAT NO. SPECIFICATIONS CAT NO. SPECIFICATIONS CAT NO. SPECIFICATIONS CAT NO. SPECIFICATIONS
ELBHOW Al White ELBSIOW Al White ELB62OW Al White ELEBRIOW  All'White
ELB410BB Al Black ELBGIOBB  All Black ELE629B  All Black ELE210H f-}s” Hazse |
All Haze All Haze 2l Haze (oeii:speeulan)
ELB410H ELES1OH ELB&29H

{Semi-Specular) (Semi-Specular {Semi-Specular
ELBAOHW  Haze/White Trim  ELBBIOHW  HazafWhite Trim . yor compatible with £LB50R Modide Seres

+ Nat compatible with ELBS0R Modwle Senes
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