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Introducing our NEW

Square New Construction Box!
THE IDEAL SMALL LOW PROFILE SOLUTION FOR A VARIETY OF CEILING MOUNT LED FIXTURES

The ideal small low profile 
solution for a variety of 

Ceiling Mount LED Fixtures

Square
New Construction Box
•	 Standard 3 ½″ spaced mounting holes
•	 Height adjustable bracket for flush alignment even after 

mounting
•	 No need to construct a fire rated box
•	 Swivel hanger bars for New Construction mounting
•	 Low profile makes ideal in shallow plenum applications
•	 IC Airtight for direct contact with insulation, for use in IC 

and Non-IC applications
•	 UL listed under UL 514A Standards as a metallic outlet box
•	 3 ¾″ Sq. x 2 ⅜″ H

ELJ4S
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NOTE: Maximum 2-Hour Fire Rated ceiling assembly can be maintained 
when installed according to the International Building Code, Section 714

(W) White    (B) Black    (BZ) Bronze    (N) Nickel

Square LED Sky Panels™
ELSP4430 (W) (B) 4″ / 10W / 600 lm / 3000K
ELSP4440 (W) (B) 4″ / 10W / 650 lm / 4000K
ELSP6630 (W) (B) 6″ / 15W / 900 lm / 3000K
ELSP6640 (W) (B) 6″ / 15W / 975 lm / 4000K
ELSP8830 (W) (B) 8″ / 18W / 1200 lm / 3000K
ELSP8840 (W) (B) 8″ / 18W / 1300 lm / 4000K
ELSP2230 (W) (B) 12″ / 22W / 2000 lm / 3000K
ELSP2240 (W) (B) 12″ / 22W / 2160 lm / 4000K

Round LED Sky Panels™
•	 3-CCT Switch (2700K, 3500K, 4000K)

ELSP43CT3 (W) (B) 4″ / 10W / 600 lm
ELSP63CT3 (W) (B) 6″ / 15W / 900 lm
ELSP83CT3 (W) (B) 8″ / 18W / 1200 lm
ELSP12CT3 (W) (B) 12″ / 22W / 2160 lm

Alva™
LED
Disk
Lights
ELSF4030W 13W / 800 lm / 3000K
ELSF4030BZ 13W / 800 lm / 3000K
ELSF4030N 13W / 800 lm / 3000K

ELSF1127W 13W / 900 lm / 2700K
ELSF1130W 13W / 900 lm / 3000K
ELSF1130BZ 13W / 900 lm / 3000K
ELSF1130N 13W / 900 lm / 3000K

4″

6″

Arvid™ LED Disk Light
ELSF1030W 11.5W / 850 lm / 3000K6″


