ELCO Lighting
Introducing our NEW

Square & RectangularJunction Boxes

THE IDEAL SOLUTION FOR A VARIETY OF RECESSED & CEILING MOUNT LED FIXTURES

4" Square IC Airtight Junction Box ( = @
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« |C Airtight for direct contact with insulation
« Low profile makes it ideal in shallow plenum applications

» Swivel hanger bars for new construction applications =
- UL listed metalic box ff : ; 14‘ 3\
- Fire alarm applicable “} ”J
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Maximum 2-Hour Fire Rated ceiling
assembly can be maintained when

4" Square IC Airtight

installed according to the Junction Box

International Building Code, Section 714

ELJ443
2"x4" m 2"x4" Junction
Junction Box Box Cover

. Durable galvanized steel corrosion resistant « (2) Screws included

- Designed to enclosed electrical wire connections « UL listed

« 78" knockouts, (1) in total o« 4Va"LXx23"W

« UL listed
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Please visit us at elcolighting.com for an entire list of
compatible Recessed and Surface Mount LED Fixtures

Subject to US tariffs. All other standards, terms and conditions apply. @ (]
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E-mail your order to: orderdesk@elcolighting.com EL ELCO Lighting

Tel: 800.522.2626 - Fax: 800.644.2626 The Best Choice in Lighting




