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NEW 4″ Square Laurel™ System

Wall Wash LED Light Engine
The perfect lighting solution for hospitality, retail, & commercial projects

4″ Square New Construction
Architectural Frame with Driver
Hanger bars required (sold separately)

E4SQLHU08D2 850 lm

E4SQLHU12D2 1250 lm
E4SQLHU16D2 1600 lm
E4SQLHU20D2 2000 lm
E4SQLHU30D2 3000 lm
E4SQLHU40D2 4000 lm

FB27 27" Flat Hanger Bars for wood construction (Set of 2)
CH26 26" C-Channel Hanger Bars for T-Bar Ceilings (Set of 2)

4″ Square
New Construction
Plaster Frame with Driver

E4SQLFU08D2 850 lm

E4SQLFU12D2 1250 lm
E4SQLFU16D2 1600 lm
E4SQLFU20D2 2000 lm
E4SQLFU30D2 3000 lm
E4SQLFU40D2 4000 lm

Laurel™ System Square LED Architectural Commercial Frames with Driver
120/277V  •  Triac/ELV/0-10V  •  Listed for direct contact with insulation for 850 & 1250 lumen packages  •  Optional Emergency Battery Backup available

Product Number Builder
4″ Light Engine Lumen Color Temperature Finish Beam Angle

E442L Wall Wash 08 850 lm 27 2700K (Up to 3000 lm) W2 All White 60º (Standard)
12 1250 lm 30 3000K H2 Haze/White Ring -F 36º
16 1600 lm 35 3500K -N 25º lens
20 2000 lm 40 4000K -S 10º lens
30 3000 lm 50 5000K
40 4000 lm SD Sunset

Example: E442L1250W2  [ 4″ Wall Wash Light Engine, 1250 lm, 5000K, All White, 60º Standard Beam Angle ]

4″ Square Reflector
Wall Wash LED Light Engine
• Light Engines feature premium LED COB.
• Strong and smooth lumen output.
• Sunset: Dim to Warm technology automatically 

transitions from 3000K to 1800K when dimmed

90+ CRI50,000 HOURS5 YEAR WARRANTY

DIMMABLE LED


