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New LED Items In Stock!
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Create a clean and warm atmosphere to any space with just the right amount of lighting with our stylish and dimmable flush
mount LED Decorative Fixtures.UL listed for damp locations. Meets ENERGY STAR requirements. 50,000 hours, 5 year extended warranty.

ELSF1130BZ Bronze

ELSF4030BZ Bronze EL61530W

Please provide your e-mail address to salesadmin@elcolighting.com
To unsubscribe e-mail: salesadmin@elcolighting.com
All other standards, terms and conditions apply.

UL listed for damp locations.
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e Lamp: LED array, CRI 90. round junction box.
120V AC, TRIAC, LV i | di .
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e Suitable for hard wire installation into a standard ELD11230W 12" 0.D.x 3 3/8”H, 18W, 3000K, 1260 Im
4" octagon and round junction box. ELD11430W 14" 0.D.x 3 3/4” H, 22W, 3000K, 1540 Im
ELD31240W ELD11630W 16" 0.D.x 4 3/8"H, 26W, 3000K, 1820 Im
12”0.D. x 3 3/8" H, 14W, 4000K, 980 Im
ELD31440W ELD11040W 10" 0.D.x 2 3/4"H, 14W, 4000K, 1010 Im
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UL listed for damp locations.
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